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         TACH-IT MODEL LB2 SPECIFICATIONS:

Model # LB2:
Bottle and Cylindrical Product Label Applicator.

Premium Semi-Automatic Label Applicator.

Simply put the container to be labeled into
the machine and press the footpedal and a label is 
applied smoothly and consistently every time.

Can apply 1 label or a front and back label (must be alternating on label web).

Heavy Duty Construction and Product Fixtures for consistent label placement.

Perfect for microbreweries, wineries, jams and jellies and for users who cannot
cost justify a fully automated inline labeling system. 

Container Diameter - Maximum: 4” (101 mm), Minimum 1/2” (12.5 mm).

Small bench top design built for 24/7/365 productivity.

Easy to load and use and has adjustable product cradle.

Dimensions: Length—22” (560 mm)”, Width—13” (330 mm), 
Height—21 1/2” (540 mm)

W eight: 45 Lbs (20 kgs)

Label Size: Minimum 3/8” (9 mm) Width x 3/4” (19 mm) Length
Maximum 6” (152 mm) Width x 9” (230 mm) Length

Maximum Diameter of Label Roll:
Power:

12” (303 mm):

Core Size: 3” (76 mm)
Label Speed: 20-30 containers per minute

110 Volt/220 Volt  - Dip Switch Controlled

for Productivity.

cator.


